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Introduction 
 
Welcome to the world of CDRouter! And congratulations on purchasing the leading test tool for 
CPE and access routers. 
 
This guide will get you started with CDRouter and the CDRouter-Multiport add-on and will help 
you through each of the following steps: 
 

• Identifying hardware and software requirements 
• Installation 
• Setup and test execution using buddy, the command line interface 
• Setup and test execution using BuddyWeb, the web-based graphical interface 

 
If at any time you have additional questions or would like additional assistance, please contact 
support@qacafe.com.  
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Hardware and Software Requirements 
 
To get started with CDRouter, you will need a dedicated PC running Linux, the installer, a license 
file, and a typical SOHO router (referred to as the router under test). Two variations of the basic test 
setup for CDRouter are shown below.  One test setup shows a basic wired LAN connection to the 
router under test, while the other shows a wireless LAN connection to the router under test.   
 
 

  
 
 
We recommend any modern off-the-shelf PC with a Red Hat, Fedora, SuSE, Debian, or Ubuntu 
installation. The Linux host PC must also have TCL installed, and a minimum of three installed and 
addressable network interfaces, two dedicated to CDRouter one dedicated to your own lab or 
corporate network connection.  
 
The CDRouter-Multiport add-on allows multiple wired and/or wireless LAN and multiple wired 
WAN connections on the router under test to be connected and tested simultaneously.  If you are 
using CDRouter-Multiport and wish to test multiple LAN and/or WAN interfaces on the router 
under test, you will need additional network interfaces installed in the Linux host PC.  One 
dedicated network interface per LAN or WAN that you wish to test is required.  
 
CDRouter and CDRouter-Multiport are similar in many respects and will be referenced simply as 
‘CDRouter’ throughout this guide.  Additional information applicable to CDRouter-Multiport will 
be highlighted as necessary.  
 

Notes 
 
For information on the network interface cards that we recommend, please refer to this Knowledge 
Base article: http://www.qacafe.com/kb/articles/show/162  
 
The network interfaces to be used for CDRouter should be configured with no IP address, as 
discussed in this Knowledge Base article: http://www.qacafe.com/kb/articles/show/21  


